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Flush - Mounted Boxes



Flush - Mounted Boxes

EVO

GENERAL DESCRIPTION
• Plastic boxes made of synthetic polymer.
• Non-corrosive, insulating.

APPLICATIONS
• Switch - socket installation recess in masonry - Indoor - Flush Installations.
• They fully combine and cover all types of switches, Single - Simple - Single Frame.
• They offer safe and fast Switch - Socket support.
• They fit with all conduit types: Spiral COMBO, DOMO, FORTE - Rigid COMBO L/T.

PROPERTIES:
Protection rating against solid bodies and water:  ΙΡ 20
Glow wire test:    650°C
Minimum temperature limit:   - 15°C
Maximum temperature limit:   +60°C
Dielectric strength:    400V

APPLICATION STANDARDS: IEC 60670 – 1/2002   *Packaging: bag.

Switch Boxes

 CODE TYPE DIMENSIONS  COLOR U.M. PACKAGING
    mm    (Box)

 08-21023-003  EVO Ø 65x50 ORANGE  PCS 100
 08-21027-003 SPACER EVO  22 ORANGE  PCS* 100

 08-21021-065  D.65 Ø 65x36 ORANGE  PCS 100

 CODE TYPE DIMENSIONS  COLOR U.M. PACKAGING
    mm    (Box)

GENERAL DESCRIPTION
• Non-corrosive. Resistant to impact and pressure.
• Made of special polymer material.

APPLICATIONS
• Indoor residential and industrial installations.
• Switch-socket installation recess in masonry – Flush installations.
• Special for the installation of dimmer switches.
• With special screw-on cap.
• Fits with: COMBO Spiral DIN L/T, COMBO Rigid L/T, SiBi®, COMBO Spiral L/T.

PROPERTIES:
Protection rating against solid bodies and water:  ΙΡ 20
Glow wire test:    650°C
Minimum temperature limit:   - 15°C
Maximum temperature limit:   +60°C
Dielectric strength:    400V

APPLICATION STANDARDS: IEC 60670 – 1/2002

GENERAL DESCRIPTION
• Non-corrosive. Resistant to impact and pressure.
• Made of special polymer material.

APPLICATIONS
• Indoor residential and industrial installations.
• Switch-socket installation reception in masonry – Flush installations.
• Ability to connect for multiple configurations (sockets – Switch Boxes).
• Fits with: COMBO Spiral DIN L/T, COMBO Rigid L/T, SiBi R, COMBO Spiral L/T.

PROPERTIES:
Protection rating against solid bodies and water:  ΙΡ 20
Glow wire test:    650°C
Minimum temperature limit:   - 15°C
Maximum temperature limit:   +60°C

APPLICATION STANDARDS: IEC 60670 – 1/2002

 08-21020-001  SUPER Ø 61x36 ORANGE  PCS 100

 CODE TYPE DIMENSIONS  COLOR U.M. PACKAGING
    mm    (Box)

D 65

SUPER

-15°C

+60°C

RAL
 2004650˚CIP 20

-15°C

+60°C

RAL
 2004650˚CIP 20

-15°C

+60°C

RAL
 2004650˚CIP 20
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Flush - Mounted Boxes

GENERAL DESCRIPTION
• Non-corrosive. Resistant to impact and pressure.
• Made of special polymer material.

APPLICATIONS
• Indoor installations.
• Switch - socket installation recess in masorny - Flash installations.
• Ability to connect for multiple configurations (sockets - switches).
• Fits with: all types of conduits: Spiral COMBO - DOMO - FORTE, - COMBO Rigid L/T.

PROPERTIES:
Protection rating against solid bodies and water:  ΙΡ 20
Glow wire test:    650°C
Minimum temperature limit:   - 15°C
Maximum temperature limit:   +60°C
Dielectric strength:    400V

APPLICATION STANDARDS: IEC 60670 – 1/2002

 08-21022-002   MOD Ø 70x40 BLACK  PCS 100
 08-21028-010  SPACER 10 Ø 70x10 BLACK  PCS 100
 08-21029-020  SPACER 20 Ø 70x20 BLACK  PCS 100

 CODE TYPE DIMENSIONS  COLOR U.M. PACKAGING
    mm    (Box)

www.courbi.com

 08-21024-003 3 GANG  94x58x50 BLUE  PCS 100
 08-21025-004 4 GANG 118x58x50 BLUE  PCS 100
 08-21026-006 6 GANG 171x58x50 BLUE  PCS   50

 CODE TYPE DIMENSIONS  COLOR U.M. PACKAGING
    mm    (Box)

GENERAL DESCRIPTION
• Non-corrosive. Resistant to impact and pressure.
• Made of special hard polymer material.

APPLICATIONS
• Indoor residential and industrial installations.
• Switch - socket installation recess in masonry - Flush Installations.
• Special design of lateral partitions for easy cutting and installation of conduits.
• Ideal installation of electrical - electronic modules.
• Fits with: COMBO, DOMO, FORTE, SiBi® conduits.

PROPERTIES:
Protection rating against solid bodies and water:  ΙΡ 20
Glow wire test:    650°C
Minimum temperature limit:   - 15°C
Maximum temperature limit:   +60°C

APPLICATION STANDARDS: IEC 60670 – 1/2002

GENERAL DESCRIPTION
• Non-corrosive. Resistant to impact and pressure.
• Made of special hard polymer material.

APPLICATIONS
• Indoor residential and industrial installations.
• Cable junction in masonry - Flush Installations.
• Special design of lateral partitions for easy cutting and installation of conduits.
• Practical cap for easy installation and control.
• Higher capacity to manage multiple supplies.
• Fits with: COMBO, DOMO, FORTE, SiBi® conduits.

PROPERTIES:
Protection rating against solid bodies and water:  ΙΡ 20
Glow wire test:    650°C
Minimum temperature limit:   - 15°C
Maximum temperature limit:   +60°C

APPLICATION STANDARDS: IEC 60670 – 1/2002

 08-21003-080 ULTRA 80x80  80x80x45 ORANGE  PCS 50
 08-21004-105 ULTRA 105x105  105x105x45 ORANGE  PCS 40
 08-21005-155 ULTRA 155x105  105x155x45 ORANGE  PCS 30
 08-21006-125 ULTRA 155x125  125x155x50 ORANGE  PCS 40
 08-21007-190 ULTRA 190x145  145x190x50 ORANGE  PCS 20
 08-21008-290 ULTRA 290x145  145x290x50 ORANGE  PCS 10

 CODE TYPE DIMENSIONS  COLOR U.M. PACKAGING
    mm    (Box)

Frame

Switch Boxes

Ultra

Junction Boxes
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-15°C

+60°C

RAL
 9004650˚CIP 20

-15°C

+60°C

650˚CIP 20
RAL

 5015

-15°C

+60°C

RAL
 2004650˚CIP 20

Modul



Round Boxes

GENERAL DESCRIPTION
• Non-corrosive. Resistant to impact and pressure.
• Made of hard polymer material.

APPLICATIONS
• Indoor residential and industrial installations.
• Cable junction in masonry - Flush Installations.
• Special design of lateral partitions for easy cutting and installation of conduits.
• Practical cap for easy installation and control.
• Fits with: COMBO Spiral DIN L/T, COMBO Rigid L/T, SiBi®, COMBO Spiral L/T.

PROPERTIES:
Protection rating against solid bodies and water:  ΙΡ 20
Glow wire test:    650°C
Minimum temperature limit:   - 15°C
Maximum temperature limit:   +60°C

APPLICATION STANDARDS: IEC 60670 – 1/2002

Junction Boxes

 08-21001-001 ROUND NT Ø 72x30 ORANGE  PCS 100
 08-21002-100 ROUND 100 Ø 100x35 ORANGE  PCS   60

 CODE TYPE DIMENSIONS  COLOR U.M. PACKAGING
    mm    (Box)

Flush - Mounted Boxes
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Electrical Material Industry 

Cavity Wall 
Mounting Boxes



 09-21015-001  LID  Ø 65 WHITE  PCS 50

 CODE TYPE DIMENSIONS  COLOR U.M. PACKAGING
    mm    (Bag)

GENERAL DESCRIPTION
• Non-corrosive. Resistant to impact and pressure.
• Made of special hard polymer material.
• Flame retardant. Self extinguishing.
• Special construction of the upper projection for a perfect fit.

APPLICATIONS
• Indoor residential and industrial installations.
• Switch - socket recess for installation in plasterboards 7mm to 35mm thick.
• Junction with special screw-on cap.
• Fits with: Spiral DIN COMBO - DOMO, Spiral COMBO - DOMO - FORTE, SiBi®, FORTE Spiral Metal.

PROPERTIES:
Protection rating against solid bodies and water:  ΙΡ 3X
Glow wire test:    850°C
Minimum temperature limit:   - 15°C
Maximum temperature limit:   +60°C
APPLICATION STANDARDS: IEC 60670 – 1/2002

GENERAL DESCRIPTION
• Non-corrosive. Resistant to impact and pressure.
• Made of special hard polymer material.
• Flame retardant. Self extinguishing.
• Special construction of the upper projection for a perfect fit.

APPLICATIONS
• Indoor residential and industrial installations.
• Switch - socket recess for installation in plasterboards 7mm to 35mm thick.
• Fits with: Spiral DIN COMBO - DOMO, Spiral COMBO - DOMO - FORTE, SiBi®, FORTE Spiral Metal.

PROPERTIES:
Protection rating against solid bodies and water:  ΙΡ 3X
Glow wire test:    850°C
Minimum temperature limit:   - 15°C
Maximum temperature limit:   +60°C
APPLICATION STANDARDS: IEC 60670 – 1/2002

GENERAL DESCRIPTION
• Non-corrosive. Resistant to impact and pressure
• Made of special hard polymer material
• Flame retardant. Self extinguishing
• Special construction of the upper projection for a perfect fit

PROPERTIES:
Protection rating against solid bodies and water:  ΙΡ 3X
Glow wire test:    850°C
Minimum temperature limit:   - 15°C
Maximum temperature limit:   +60°C
APPLICATION STANDARDS: IEC 60670 – 1/2002

 08-21040-001 SINGLE  Ø 65x45 YELLOW  PCS 100

 08-21042-003 TRIPLE  65x205x45 YELLOW  PCS 60

 08-21041-002 DOUBLE  65x135x45 YELLOW  PCS 60

 CODE TYPE DIMENSIONS  COLOR U.M. PACKAGING
    mm    (Box)

 CODE TYPE DIMENSIONS  COLOR U.M. PACKAGING
    mm    (Box)

 CODE TYPE DIMENSIONS  COLOR U.M. PACKAGING
    mm    (Box)

Cavity Wall Mounting Boxes

Single - 1 Gang

Switch Boxes

Double - 2 Gang

Triple - 3 Gang

SINGLE LID
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-15°C

+60°C

850˚CIP 3X

-15°C

+60°C

850˚CIP 3X
RAL
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850˚CIP 3X
RAL
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RAL
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-15°C

+60°C

850˚CIP 3X

-15°C

+60°C

850˚CIP 3X
RAL

 1021

-15°C

+60°C

850˚CIP 3X
RAL

 1021

RAL
 1021
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GENERAL DESCRIPTION
• Non-corrosive. Resistant to impact and pressure.
• Made of special hard polymer material.
• Flame retardant. Self extinguishing.
• Special construction of the upper projection for a perfect fit.

APPLICATIONS
• Indoor residential and industrial installations.
• Cable junction in masonry – Flush installations.
• Special design of lateral partitions for easy cutting and installation of conduits.
• Practical cap for easy installation and control.
• Fits with: Spiral DIN COMBO - DOMO, Spiral COMBO - DOMO - FORTE, SiBi®, FORTE Spiral Metal.

PROPERTIES:
Protection rating against solid bodies and water:  ΙΡ 3X
Glow wire test:    850°C
Minimum temperature limit:   - 15°C
Maximum temperature limit:   +60°C

APPLICATION STANDARDS: IEC 60670 – 1/2002

GENERAL DESCRIPTION
• Non-corrosive. Resistant to impact and pressure.
• Made of special hard polymer material.
• Flame retardant. Self extinguishing.
• Special construction of the upper projection for a perfect fit.
• New support mechanism for an easy and quick installation.

APPLICATIONS
• Indoor residential and industrial installations.
• Switch - socket recess for installation in plasterboards 7mm to 35mm thick.
• Fits with: Spiral DIN COMBO - DOMO, Spiral COMBO - DOMO - FORTE, SiBi®, FORTE Spiral Metal.

PROPERTIES:
Protection rating against solid bodies and water:  ΙΡ 3X
Glow wire test:    850°C
Minimum temperature limit:   - 15°C
Maximum temperature limit:   +60°C

APPLICATION STANDARDS: IEC 60670 – 1/2002

     08-21046-003 MODUL  65x110x50 YELLOW PCS  50
  3 gang

     08-21047-100 ROUND D100  Ø 100x50 YELLOW PCS  60

GENERAL DESCRIPTION
• Non-corrosive. Resistant to impact and pressure.
• Made of special hard polymer material.
• Flame retardant. Self extinguishing.

APPLICATIONS
• Indoor residential and industrial installations.
• Recess for installation in plasterboards 7mm to 35mm thick.
• Junction of cables.
• Special design of lateral partitions for easy cutting and installation of conduits.
• Practical cap for easy installation and control.
• Fits with: Spiral DIN COMBO - DOMO, Spiral COMBO - DOMO - FORTE, SiBi®, FORTE Spiral Metal.

PROPERTIES:
Protection rating against solid bodies and water:  ΙΡ 3X
Glow wire test:    850°C
Minimum temperature limit:   - 15°C
Maximum temperature limit:   +60°C

APPLICATION STANDARDS: IEC 60670 – 1/2002

     08-21043-105 105x105  105x105x45 YELLOW PCS  40

 CODE TYPE DIMENSIONS  COLOR U.M. PACKAGING
    mm    (Box)

 CODE TYPE DIMENSIONS  COLOR U.M. PACKAGING
    mm    (Box)

 CODE TYPE DIMENSIONS  COLOR U.M. PACKAGING
    mm    (Box)

Cavity Wall Mounting Boxes

MODUL - 3 Gang

Switch Boxes

Round D100

Junction Boxes

105X105
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-15°C

+60°C

850˚CIP 3X

-15°C

+60°C

850˚CIP 3X
RAL

 1021

RAL
 1021

GENERAL DESCRIPTION
• Non-corrosive. Resistant to impact and pressure.
• Made of special hard polymer material.
• Flame retardant. Self extinguishing.

APPLICATIONS
• Indoor residential and industrial installations.
• Recess for installation in plasterboards 7mm to 35mm thick.
• Junction of cables.
• Special design of lateral partitions for easy cutting and installation of conduits.
• Practical cap for easy installation and control.
• Fits with: Spiral DIN COMBO - DOMO, Spiral COMBO - DOMO - FORTE, SiBi®, FORTE Spiral Metal.

PROPERTIES:
Protection rating against solid bodies and water:  ΙΡ 3X
Glow wire test:    850°C
Minimum temperature limit:   - 15°C
Maximum temperature limit:   +60°C
APPLICATION STANDARDS: IEC 60670 – 1/2002

     08-21045-220 220x160  160x220x75 YELLOW PCS  6

155X105

GENERAL DESCRIPTION
• Non-corrosive. Resistant to impact and pressure.
• Made of special hard polymer material.
• Flame retardant. Self extinguishing.

APPLICATIONS
• Indoor residential and industrial installations.
• Recess for installation in plasterboards 7mm to 35mm thick.
• Junction of cables.
• Special design of lateral partitions for easy cutting and installation of conduits.
• Practical cap for easy installation and control.
• Fits with: Spiral DIN COMBO - DOMO, Spiral COMBO - DOMO - FORTE, SiBi®, FORTE Spiral Metal.

PROPERTIES:
Protection rating against solid bodies and water:  ΙΡ 3X
Glow wire test:    850°C
Minimum temperature limit:   - 15°C
Maximum temperature limit:   +60°C
APPLICATION STANDARDS: IEC 60670 – 1/2002

     08-21044-155 155x105  105x155x45 YELLOW PCS  40

Junction Boxes

 CODE TYPE DIMENSIONS  COLOR U.M. PACKAGING
    mm    (Box)

 CODE TYPE DIMENSIONS  COLOR U.M. PACKAGING
    mm    (Box)

Cavity Wall Mounting Boxes

220X160
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